PRODUCT DATASHEET

ANSMANN Pro 3000R

Years Warranty*

High quality rechargeable tactical torch with water-protected housing for temporary submersion - 3.200 lumens

Features
» Professional LED metal torch with 3x 10W high-
power LEDs and a special lens.

= 6 light functions:
= High power / Medium power / Low power

= Hold the button: Boost mode / double-click:
SOS and strobe modes

= Suitable for police officers, security services, fire-
fighters, rescue services and outdoor sports
enthusiasts

= Shock-resistant aluminium housing in attractive
ANSMANN design

High Power LED Luminous flux
upto
7C'69h
Operating time Waterproof

= Grippy surface and large switch for better
handling when using with only one hand, even
when wearing gloves

= Brightness: up to 3.200 lumens | Light range up to
213m

= Battery life: max. 76 h | Protection: IP67

= Includes 26650 Li-lon battery pack - 3.6V |
5000mAh [ 18Wh

= 5year ANSMANN Germany manufacturer's
guarantee

¥ D

Brightness Beam

Rechargeable Li-lon
battery
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https://www.ansmann.de/en/warranty-terms-and-conditions

PRODUCT DATASHEET

Article number: 1600-0445

Product Torch, rechargeable battery, charging
content: cable, wrist strap, holster, operating
instructions

Customs tariff 85131000000

number:
Packing Unit: 24 (504 x 272 x 282 mm)
L
Specifications
[Wuminant LED
[lluminant power 30W
Light range 213m
Luminous flux 3.200 lumens
Brightness 11.310 Lux
Protection class P67
Operating time 76 h
Power supply 26650 Li-lon Akku - 3.6V / 5100mAh / 18,36Wh - mit Sicherheitselektronik
Light modes Boost | High power | Medium power | Low power | Strobe | SOS
Performance data Mode Light range  Luminous flux Brightness Operating time
Boost 213m 3.200 lumens 11.310 Lux
High power 149 m 1.400 lumens 5.600 Lux 4,5h
Medium power 81 m 450 lumens 1.630 Lux 7,5h
Low power 29m 60 lumens 210 Lux 76 h
Colour temperature 6000 K
Housing material Aluminium
Color black
Packaging box
Operating temperature -20-25°C
Storage temperature -10-40°C
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